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Connect. Create. Collaborate.

TRU;I'OUCH

I Series

REVOLUTIONIZING
THE EDUCATION SECTOR IN INDIA



IR TOUCH 4K 20 TOUCH 15000:1 REMOTE >450NITS

EEEBLD

BUNDLED WITH i5wxz2 178 DEGREE MEDIA SUITE OF
EDUCATIONAL APPS SPEAKERS HARDNESS VIEWING ANGLE ANNOTATION SOFTWARE

COLLABORATION | INTERACTION | PRESENTATION

INCOMPARABLE

REPLACEMENT
. neWh ﬁe < for Interactive Whiteboards & Projector

setup - No Calibration Required

HAVE THE MOST
INTERACTIVE CLASSES

Train the students creatively - With a Host of

TOUCH AND FEEL

Immersive Experience with State of the Art
Touch & IR Technology

NO MORE TECHNOLOGY
HINDRANCES

One Touch “Plug and Play” Solution
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. . Bundled Windows Apps
Antiglare LCD Module USB/HDMI Compatible spacially for Education

ULTRAHD

0S Support Windows Large Display Size

Compatible Ideal for Classrooms 19W™* 2 Speskers
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INTUITIVE & IMMERSIVE INTERFACE
WHAT’S WHAT’S
SIMPLER ? BETTER ?
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Less Lower Installation & Brand New 20 Points
Clutter Setup Time Ul Design Touch Support

Less Weight & Less System 4K UHD That 65", 75" & 8O
Slim Frame Design Limitations Redefines Clarity Inches In Size




PRODUCT SPECIFICATION

MODEL NAME TT-6519I TT-7519I TT-8518IS

DISPLAY

PANEL SIZE 85"

TYPE/TECH LED BACKLIGHT
DISPLAY AREA (MM) 1428 5*803.5MM
ASPECT RATIO 16:09

NATIVE RESOLUTION 38402160 (4K)
COLORS 1.07 BILLIONB(10 BIT)
BRIGHTNESS =450NITS

CONTRAST RATIO 15000:1

RESPONSE TIME <4MS

REFRESH RATE 120 HZ

VIEWING ANGLES H=178,V =178 TYP.
BACKLIGHT LIFE 50,000 HOURS TYP.
GLASS THICKNESS 4AMM

GLASS HARDNESS BH (PENCIL) , 7(MOHS)
SURFACE TREATMENT ANTIGLARE (7H)
ORIENTATION LANDSCAPE
OPERATING SYSTEM

OPERATING SYSTEM NON- ANDRIOD
INPUT

HOMI %3 (2.0*2 IN REAR SIDE. 1.4*1 IN FRONT)
TOUCH USB X2 (TYPE B)

RGE / VGA X1

AUDID X1 PC AUDIO(3.5 MM)
YPBFR X1

MIC(MICROPHONE) X1 ( FRONT SIDE)
AVIN X1 (CVBS+L+R)

0Ps INTEL STANDARD OPS SLOT SUPPORT 4K@60HZ
OUTPUT

AUDIO X1 EARPHONE OUT

AV out YES

SYSTEM

CHIPSET MSD3458HB

CPU MIPS ADVANCED MULTI-CORE CPU
RAM 2GBIT DOR3 MCP

ROM 64M BIT NORFLASH
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Connoct. Croate Colaborats.

CHENNAI GUJARAT
Room No. 202, 203, 211 104, 1st Floor, Shilp Arista, Opposite
No.37, , TTK Road, Al ., Stellar, Sindhu Bhavan Road, Thaltej,

Chennal-600018, Tamil Nadu Ahmedabad 380015, Gujarat

DELHI
Unit No. A-717, 7th Floor,

DLF Tower A, Jasola District Centre,

New Delhi- 110025

75"

LED BACKLIGHT
1650.24MM*328.26MM
16:09

3840%2160 (4K)

1.07 BILLIONB(10 BIT)
450NITS

4000:1

<BMS

BOHZ

H=178, V=178 TYR.
30,000 HOURS TYP.
AMM

9H (PENCIL) , 7(MOHS)
ANTIGLARE (TH)

LANDSCAPE

NON- ANDRIOD

%3 ( 2.0%2 IN REAR SIDE. 1.4*1 IN FRONT)
X2 (TYPE B)

X1

X1 PC AUDIO(3.5 MM)

A1

X1 ( FRONT SIDE)

X1 (CVBS+L+R)

INTEL STANDARD OPS SLOT SUPPORT 4K@E0HZ

X1 EARPHONE OUT

YES

MSD3456HE
MIPS ADVANCED MULTI-CORE CPU
2GBIT DDR3 MCP

G4M BIT NORFLASH

KOLKATA
RAIKVA Tower 3A, Ram Mohan

Kolkata, West Bengal 700010

Mullick Garden Lane, 3rd Floor, Suit No - 309

85"

LED BACKLIGHT
1B72MM=1053MM
16:08

3840°2160 (4K)

1.07 BILLIDNB(10 BIT)
>450NITS

15000:1

<aMS

120 HZ

H=178,V =178 TYP.
50,000 HOURS TYP.
AMM

9H (PENCIL) , 7(MOHS)
ANTIGLARE (7H)

LANDSCAPE

NON- ANDRIOD

X3 (2,02 IN REAR SIDE. 1.4*1 IN FRONT)
X2 (TYPE B)

X1

X1 PC AUDIO3.5 MM)

X1

X1 ( FRONT SIDE)

X1 (CVBS+L+R)

INTEL STANDARD OPS SLOT SUPPORT 4K@60HZ

X1 EARPHONE OUT

YES

MSD3456HE
MIPS ADVANCED MULTI-CORE CPU
2GBIT DDR3 MCP

G4M BIT NORFLASH

HiteVision

MUMBAI

1st Floor,B-107, Kanakia Wall Street,
Chakala, Andheri Kurla Road,

Andheri East Mumbai-400059, Maharashtra.
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